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Medium-Mu Triode— 
Sharp-Cutoff Pentode 

9-PIN MINIATURE TYPE 
FRAME-GRID PENTODE 

For Combined Oscillator-Mixer Applications 
in TV Rece ivers Having an IF of 40 Me 

GENERAL DATA 

Electrical: 


Heater Characteristics and Ratings: 


Voltage (AC or DC). 

6.3 : 

± 0.6 

vol ts 

Current at heater volts = 6.3 • • - 

. . 0.400 


amp 

Peak heater-cathode voltage (Each unit): 



Heater negative with 

respect to cathode. 

Heater positive with 

. . 200 

max. 

vol ts 

respect to cathode. 

. . 200* 

max. 

vol ts 

Direct Interelectrode Capacitances: b 




Triode Unit: 




Grid to pi ate. 

Grid to cathode, pentode cathode 

. . 1.3 


pf 

& pentode grid No.3 & internal 
shield, and heater. 

2.4 

- 

pf 

Plate to cathode, pentode cathode 




& pentode grid No.3 & internal 
shield, and heater. 

. . 2.0 


Pf 

Pentode Unit: 




Grid No.1 to pi ate. 

Grid No.1 to cathode & grid No.3 

. . 0.015 

max. 

Pf 

& internal shield, grid No.2, 
and heater. 

. . 5.0 


pf 

Plate to cathode & grid No.3, 




& internal shield, grid No.2, 
and heater. 

. . 3.4 


pf 

Heater to triode cathode and 




pentode cathode . 

. . 5.5 C 


pf 

Characteristics, Class A| Amplifier: 





Triode Pentode 



Unit 

Unit 


Plate Supply Voltage. 

125 

125 

vol ts 

Grid-No.2 Supply Voltage. 

- 

125 

vol ts 

Cathode Resistor. 

68 

33 

ohms 

Amplification Factor. 

40 

- 


Plate Resistance (Approx.). 

5000 125000 

ohms 

T ransconductance. 

8000 

12000 

jumhos 

PI ate Cu rrent. 

13 

10 

ma 

Grid-No. 2 Current. 

- 

2.8 

ma 
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AVERAGE PLATE CHARACTERISTICS 
Triode Unit 



RADIO CORPORATION OF AMERICA 
Electron Tube Division Harrison, N. J. 


DATA 2 
4-63 
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AVERAGE CHARACTERISTICS 
Triode Unit 
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92CM-11901 


RADIO CORPORATION OF AMERICA 

Electron Tube Division Harrison, N. J. 
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AVERAGE CHARACTERISTICS 
Pentode Unit 



PLATE (I5) OR GRID - No. 2 < IC 2 > MILLIAMPERES 

92CM-11909 


® RADIO CORPORATION OF AMERICA 

Electron Tube Division Harrison, N. J. 


DATA 3 
4-63 
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AVERAGE CHARACTERISTICS 
Pentode Unit 



92CM-II902 


RADIO CORPORATION OF AMERICA 
Electron Tube Division Harrison, N. J. 









